
8.0014.008.00

30.00

34.00

7
.0

0
3

51
.0

0
1

0.
007
.0

0

3
75

.0
0

3
79

.0
0

Ø5.50

R
5.00

5.00

5.00

30.00

5
4.

00
3

21
.0

0

2
5.

00

2
5.

00
4

1.
00

6
6.

00

2
5.

00
3

25
.0

0

2
.0

0
3

75
.0

0
2

.0
01.50

1
65

.5
0

5.00

1.50

47.00

42.00

47.00

3
0.

00

3
4.

00

3
0.

00

min 2.00 max 6.00

Ø
8.50

R
4.

25

1
86

.0
0

9
0.

00
6

5.
00

1
0.

00 7
.0

0

1
0.

00

7
.0

0

3
75

.0
0

8.00 8.00

30.00

Ø5.50

R
5.

00

4
7.

00
1

60
.0

0
1

68
.0

0

9
8.

50
6

0.
00

9
7.

00

3
75

.0
0

3.00

25.00

21.00

8
3.

00
3

6.
50

3.00

2
4.

00

14.00

2
6.

00
4

0.
00

6
6.

00

Dismount cylinderring
for use with 22 mm
Swiss cylinder.
Attn.: Centre of 22 mm
cylinder is 1 mm lower!

A1 SERIES
with standard striker plate

A1-30


